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Load Characteristic CIM5_PTR 

 
This model builds on the CIM5 model, but makes some modifications 

1. Removes the modeling of magnetic saturation.   
2. Replaces the definite time under voltage relay with a progressing tripping and reconnecting for 

under voltage model. 
3. Modification of the network interface equations to include the impact of terminal frequency 

Parameter Parameter Description 

𝐿𝐹 Load Factor. All values are on an 𝑀𝑉𝐴𝐵𝑎𝑠𝑒𝑈𝑠𝑒𝑑 =
𝑀𝑊𝑖𝑛𝑖𝑡

𝐿𝐹
 

𝑀𝐵𝑎𝑠𝑒 If MBase > 0 then machine parameters are on this MVABaseUsed is equation to this, 
otherwise the MVABaseUsed is MWinit/LF 

𝑇𝑛𝑜𝑚 Nominal load torque used for motor starting studies. For online motors this is 
automatically calculated from initial conditions. 

𝑅𝑎 Armature Resistance in per unit on machine MVABase 

𝑋𝑎 Leakage Reactance in per unit on machine MVABase 

𝑋𝑚 Magnetizing Reactance in per unit on machine MVABase 

𝑅1 Rotor Resistance in per unit on machine MVABase 

𝑋1 Rotor Reactance in per unit on machine MVABase 

𝑅2 Second Winding Rotor Resistance in per unit on machine MVABase 

𝑋2 Second Winding Rotor Reactance in per unit on machine MVABase 

𝐻 Inertia constant for the motor 

𝐸𝑡𝑟𝑞 Exponent of the exponential term of the mechanical torque equation 

𝑇𝑚𝑒𝑐ℎ = 𝑇𝑛𝑜𝑚 (𝜔𝑟

𝐸𝑡𝑟𝑞) 

𝑇𝑣 Voltage measurement delay in seconds 

𝑉1𝑜𝑓𝑓 Voltage in per unit at which load fraction begins decreasing 

𝑉2𝑜𝑓𝑓 Voltage in per unit at which load fraction decreases to zero 

𝑉1𝑜𝑛 Voltage in per unit at which load fraction begins increasing 

𝑉2𝑜𝑛 Voltage in per unit at which load fraction increases back to [FracMin + Frecon*(1.0-
FracMin)] 

𝐹𝑟𝑒𝑐𝑜𝑛 Fraction of load that has been disconnected that will come back as voltage recovers 
𝑇𝑑𝑒𝑙𝑎𝑦 Time delay use to approximate time vs voltage nature of load loss as the voltage is 

decreasing expressed in seconds 

𝑉𝑡𝑑 Voltage threshold below with the Time delay used starts decreasing toward 0 seconds at 
a voltage of 0 

𝑇𝑟𝑒𝑐𝑜𝑛 Time delay use to approximate the reconnection of load as the voltage is increasing 

 
  

Load Characteristic CIM5_PTR 
Three-phase induction motor load model 

With Progressive Tripping and Reconnecting 
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This model will calculate the three phase induction motor equations identically to CIM5.  The only 

difference with this model is that a Progressive Tripping and Reconnection equations are modeled as 

well as a thermal temperature relay. The structurally the special feature is that the function 

“FractionOfNominalStillOn” will now be used.  This is only used in the network boundary equations 

portion of the simulation.  We continue to simulate a single set of equations for a three phase induction 

motor, but the progressive tripping and reconnecting block are applied on top of this as a fractional 

multiplier in the network boundary equations where the fractional multiplier is between 0.0 and 1.0. 

function FractionOfNominalStillOn : double; 

begin  

  result := ProgressiveVoltageRelay.FracOutput;   

end; 

 
This model is meant to model 1000s of individual three-phase motors with a single set of dynamic 
equations, so the only thing we can do is add this simplistic multiplier. 
 
The total fraction of stator current modeled at the network interface multiplied by a factor associated 
with the progressive tripping called 𝐹𝑟𝑎𝑐𝑝𝑟𝑜𝑔𝑟𝑒𝑠𝑠𝑖𝑣𝑒 as described on the next pages. 

 𝐹𝑟𝑎𝑐𝑝𝑟𝑜𝑔𝑟𝑒𝑠𝑠𝑖𝑣𝑒   : fraction of presently active motors based on progressive tripping and 
reconnecting block 

 
This means that the current modeled at the network interface in the network boundary equations wil be 
equal to 𝐼𝑠 𝑛𝑒𝑡𝑤𝑜𝑟𝑘 =  𝐼𝑠𝐹𝑟𝑎𝑐𝑝𝑟𝑜𝑔𝑟𝑒𝑠𝑠𝑖𝑣𝑒  where the value 𝐼𝑠 is what the currect injection would be the 

simulated load. 
 
The network interface equations for CIM5_PTR to include an extra term for multiplying the internal 
voltage by the terminal bus frequency in per unit as shown in the green highlights below.  This term is 
important to include as it provides the linear dependence with frequency of the final steady state load 
for the induction motors.  Thus a 1% drop in bus frequency (60.0 Hz to 59.6 Hz) will result in a 1% 
reduction in load for induction motors modeled with CIM5_PTR.   
 

 

𝐼𝑟𝑡𝑒𝑟𝑚 + 𝑗𝐼𝑖𝑡𝑒𝑟𝑚 
  

𝐼𝑟𝑛𝑜𝑟𝑡𝑜𝑛

+ 𝑗𝐼𝑖𝑛𝑜𝑟𝑡𝑜𝑛 
  

𝐺 + 𝑗𝐵 
  

𝑉𝑠𝑜𝑢𝑟𝑐𝑒 
𝑅𝑎 + 𝑗𝐿𝑝𝑝 

  
+ − 

𝐼𝑟 + 𝑗𝐼𝑖 
  

𝐼𝑟 + 𝑗𝐼𝑖 
  

𝑗𝐵𝑠ℎ𝑢𝑛𝑡 
  

𝑗𝐵𝑠ℎ𝑢𝑛𝑡 
  

𝐵𝑠ℎ𝑢𝑛𝑡 is determined as part of 
model initialization 
  

𝐼𝑟𝑡𝑒𝑟𝑚 + 𝑗𝐼𝑖𝑡𝑒𝑟𝑚 
  

𝑉𝑟𝑡𝑒𝑟𝑚 
+𝑗𝑉𝑖𝑡𝑒𝑟𝑚 
  

+ 
  
  

 − 

𝑉𝑟𝑡𝑒𝑟𝑚 
+𝑗𝑉𝑖𝑡𝑒𝑟𝑚 
  

+ 
  
  

 − 

Network Interface Equations 
𝑆𝑡𝑎𝑡𝑜𝑟𝐶𝑢𝑟𝑟𝑒𝑛𝑡 = 𝐼𝑟 + 𝑗𝐼𝑖  
𝑍𝑠𝑜𝑢𝑟𝑐𝑒 = 𝑅𝑠 + 𝑗𝐿𝑝𝑝  

𝑌𝑠𝑜𝑢𝑟𝑐𝑒 =
1

𝑅𝑠+𝑗𝐿𝑝𝑝
= 𝐺 + 𝑗𝐵  

𝜔𝑏𝑢𝑠= terminal bus frequency in per unit 
  

𝑉𝑠𝑜𝑢𝑟𝑐𝑒 = 𝜔𝑏𝑢𝑠൫𝐸𝑝𝑝𝑟 + 𝑗𝐸𝑝𝑝𝑖൯  

  

𝐼𝑟𝑛𝑜𝑟𝑡𝑜𝑛 + 𝑗𝐼𝑖𝑛𝑜𝑟𝑡𝑜𝑛 = 𝑉𝑠𝑜𝑢𝑟𝑐𝑒ሺ𝐺 + 𝑗𝐵ሻ  
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1 Progressive Tripping and Reconnecting Block  
𝑇𝑣 Voltage measurement delay in seconds 

𝑉1𝑜𝑓𝑓 Voltage in per unit at which load fraction begins decreasing 

𝑉2𝑜𝑓𝑓 Voltage in per unit at which load fraction decreases to zero 

𝑉1𝑜𝑛 Voltage in per unit at which load fraction begins increasing 
𝑉2𝑜𝑛 Voltage in per unit at which load fraction increases back to [FracMin + Frecon*(1.0-

FracMin)] 
𝐹𝑟𝑒𝑐𝑜𝑛 Fraction of load that has been disconnected that will reconnect as voltage recovers 
𝑇𝑑𝑒𝑙𝑎𝑦 Time delay use to approximate time vs voltage nature of load loss as the voltage is 

decreasing expressed in seconds 
𝑉𝑡𝑑 Voltage threhold below with the Time delay used starts decreasing toward 0 seconds at a 

voltage of 0 
𝑇𝑟𝑒𝑐𝑜𝑛 Time delay use to approixmate the reconnection of load as the voltage is increasing 

A generic block for use in other models within PowerWorld Simulator will be created.  This block may 
have the following 8 input parameters: 𝑇𝑣  , 𝑉1𝑜𝑛 , 𝑉1𝑜𝑓𝑓 , 𝑉2𝑜𝑛 , 𝑉2𝑜𝑓𝑓 , 𝐹𝑟𝑒𝑐𝑜𝑛, 𝑇𝑑𝑒𝑙𝑎𝑦, 𝑉𝑇𝑑 and 𝑇𝑟𝑒𝑐𝑜𝑛 

which are used as described in the following block diagram.   

 
The input to this block diagram will be a voltage at the terminal bus. This will then be passes through a 
measurement delay block with time constant 𝑇𝑣. The output of this block will represent the presently 
active fraction of the load (𝐹𝑟𝑎𝑐).   
 
Tripping Characteristic: The parameters  𝑉1𝑜𝑓𝑓 and 𝑉2𝑜𝑓𝑓 describe the tripping characteristic. When a 

voltage input signal drops below 𝑉1𝑜𝑓𝑓 and towards 𝑉2𝑜𝑓𝑓  the output value of 𝐹𝑟𝑎𝑐 load begins 

dropping depending on the time constant on the output delay block that uses 𝑇𝑈𝑠𝑒𝑑 discussed shortly. 
 
Reconnecting Characteristic: During the simulation, the block will also keep track of the minimum value 
of 𝐹𝑟𝑎𝑐 seen during the simulation.  This calculated value 𝐹𝑟𝑎𝑐𝑀𝑖𝑛, along with the parameters 𝑉1𝑜𝑛 , 
𝑉2𝑜𝑛 , and 𝐹𝑟𝑒𝑐𝑜𝑛 determine the shape of the dark blue curve above which represents the restarting 
characteristic.  The parameter 𝐹𝑟𝑒𝑐𝑜𝑛 represents what fraction of the load that has already tripped that 

1

𝑠𝑇𝑈𝑠𝑒𝑑
 

𝑇𝑑𝑒𝑙𝑎𝑦 
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will restart after tripping.  When the input is above 𝑉2𝑜𝑛 the fraction will begin increasing until it reaches 
its maximum value of (𝐹𝑟𝑎𝑐𝑀𝑖𝑛 + ሺ1 − 𝐹𝑟𝑎𝑐𝑀𝑖𝑛ሻ ∗ 𝐹𝑟𝑒𝑐𝑜𝑛 at a voltage of 𝑉1𝑜𝑛.   
 
Approximation of Time Delay: The parameters  𝑇𝑑𝑒𝑙𝑎𝑦 and 𝑉𝑇𝑑 control how quickly the fraction will 

decrease (tripping) when the voltage is dropping (𝑑𝐹𝑟𝑎𝑐 < 0). The parameter 𝑇𝑟𝑒𝑐𝑜𝑛 controls how 
quickly the fraction will increase (reconnecting) when the voltage is recovering (𝑑𝐹𝑟𝑎𝑐 ≥ 0). 
Restrictions are placed on the input parameters as follows 

• 𝑉2𝑜𝑓𝑓 ≤ 𝑉1𝑜𝑓𝑓 (requirement so that the tripping characteristic makes sense) 

• 𝑉2𝑜𝑓𝑓 ≤ 𝑉2𝑜𝑛 ≤ 𝑉1𝑜𝑛 (requirement so that the restarting characteristic makes sense) 

• 𝑉1𝑜𝑛 ≥ 𝑉1𝑜𝑓𝑓 (this is to prevent the tripping and restarting characteristic from intersecting 

which would not make sense.  See the following picture for an explanation) 

 
This block can be simplified by setting 𝑉2𝑜𝑓𝑓 = 𝑉2𝑜𝑛 and 𝑉1𝑜𝑓𝑓 = 𝑉1𝑜𝑛 which gives you a tripping and 

reconnecting characteristic which is similar to what has been done with the existing PVD1 and LDELEC 
models.  The big difference with this new progressing tripping and reconnecting block is the introduction 
of the time delays and the tracking of the 𝐹𝑟𝑎𝑐𝑀𝑖𝑛.  The PVD1 and LDELEC models did not include any 
of this time response. 
 
We tested out these ideas within a simple test signal. The following figure shows a purple line that 
represents the input voltage to our Progressive tripping and reconnecting block.  The signal goes from 
1.0 at 0.5 second linearly down to 0.5 per unit at 1.5 seconds.  Then at 2.5 seconds it starts going back 
up linearly to 1.0 at 3.5 second.  The parameters for this block were chosen as V1off=V1on=0.8; 
V2off=V2on=0.2; Frecon = 0.5 ; Vtd=0; Trecon = 2.0.  Finally, the four different color plot series represent 
different values of Tdelay of 0.1, 0.3, 1.0 and 2.0 seconds.  

 

0.0 
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𝑉1𝑜𝑛  𝑉2𝑜𝑛 𝑉1𝑜𝑓𝑓 𝑉2𝑜𝑓𝑓 
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Not Allowed 
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1.1.1 Pseudo code for Progressive Tripping Reconnecting for Low Voltage Only 
The pseudo-code for implementing the low voltage progressive tripping and reconnecting block follows.  
The following images are helpful for understanding how the pseudo code and line segments it is tracing. 

  
 


