
Load Characteristic PERC1 

 

𝑭𝒓𝒂𝒄𝑶𝒏 represents 
a fraction of the load 
that is operating 
based on the cease 
and reconnect logic. 
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𝑉𝑖𝑛𝑖𝑡  = Voltage per unit in initial condition 
𝑀𝑊𝑖𝑛𝑖𝑡  = MW in initial condition 
𝑀𝑣𝑎𝑟𝑖𝑛𝑖𝑡  = 𝑄𝑃𝑟𝑎𝑡𝑖𝑜*𝑀𝑊𝑖𝑛𝑖𝑡 
If used inside a modular load model, then 𝐼𝑞𝑣𝑒𝑥𝑡𝑟𝑎  = 0 and mismatch of Mvar is 

handled during the initialization of the CompLoad components. 

If used as a stand-alone model, then 𝐼𝑞𝑣𝑒𝑥𝑡𝑟𝑎 =
𝑄𝑀𝑣𝑎𝑟−𝑀𝑣𝑎𝑟𝑖𝑛𝑖𝑡

𝑀𝐵𝑎𝑠𝑒∗𝑉𝑖𝑛𝑖𝑡
 

 

= ቀ
𝑀𝑊𝑖𝑛𝑖𝑡

𝐿𝑓𝑚
ቁ  

Cease Logic 

If 𝑉𝑓𝑖𝑙𝑡 < 𝑉𝑐𝑒𝑎𝑠𝑒  for 𝑇 > 𝑇𝑐𝑒𝑎𝑠𝑒  seconds Then 

   Start Delay timer.  

If Delay Timer > 𝑇𝑑𝑒𝑙𝑎𝑦 then  

    𝐹𝑟𝑎𝑐𝑂𝑛 = 1 − 𝐹𝑐𝑒𝑎𝑠𝑒   
 

Reconnect Logic 

If 𝑉𝑓𝑖𝑙𝑡 > 𝑉𝑟𝑒𝑐𝑜𝑛 for 𝑇 > 𝑇𝑟𝑒𝑐𝑜𝑛 seconds 

Record reconnect time (𝑇𝑆𝑡𝑎𝑟𝑡𝑅𝑎𝑚𝑝) 

 

If (𝑇 > 𝑇𝑆𝑡𝑎𝑟𝑡𝑅𝑎𝑚𝑝 + 𝑇𝑟𝑎𝑚𝑝) Then 

     𝑭𝒓𝒂𝒄𝑶𝒏 = (1 − 𝐹𝑐𝑒𝑎𝑠𝑒ሻ + (𝐹𝑟𝑒𝑐𝑜𝑛𝐹𝑐𝑒𝑎𝑠𝑒ሻ    (and stop ramping) 

Else 

     𝑭𝒓𝒂𝒄𝑶𝒏 = (1 − 𝐹𝑐𝑒𝑎𝑠𝑒ሻ + (𝐹𝑟𝑒𝑐𝑜𝑛𝐹𝑐𝑒𝑎𝑠𝑒ሻ ൬
𝑇−𝑇𝑠𝑡𝑎𝑟𝑡𝑅𝑎𝑚𝑝

𝑇𝑟𝑎𝑚𝑝
൰ 

Note: The actual logic is described in detail in pseudo-code 

below. It is possible for additional voltage dips to interrupt the 

reconnecting ramp. 
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4 Require 

 𝑇𝑡 ≥ 4 ∗ 𝑇𝑖𝑚𝑒𝑆𝑡𝑒𝑝 

IF        ( 𝑉𝑖𝑛𝑖𝑡 < 𝑉𝑐𝑒𝑎𝑠𝑒) 
     OR ( 𝑉𝑖𝑛𝑖𝑡 < 𝑀𝑖𝑛𝑉𝑜𝑙𝑡𝐼𝐿𝑜𝑎𝑑   ) 
     OR ( 𝑀𝑊𝑖𝑛𝑖𝑡 = 0  ) 
THEN this model will be ignored, and a 
constant impedance used instead 

States 
1 – Pctrl 
2 – Qctrl 
3 – dP 
4 – dQ 
5 – wfilt 
6 – Vfilt 
7 – Ip 
8 – Iq 
  
Others 
1 – Pmw 
2 – Qmvar 
3 – Ipv 
4 – Iqv 
5 – FracOn 

𝐼𝑝𝑣 

𝐼𝑞𝑣  𝑄𝑀𝑣𝑎𝑟 

𝑃𝑀𝑊 

𝑉𝑡𝑒𝑟𝑚 

 
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Boundary 
Equations 
model a 
current 
injection 

𝐼𝑝𝑚𝑤  

𝐼𝑞𝑚𝑣𝑎𝑟  

Network Boundary 
Equations 

X 

X 
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∆𝜔 
0 

𝑉𝑡𝑒𝑟𝑚 < 0.7 

𝑉𝑡𝑒𝑟𝑚 ≥ 0.7 



 
Index Parameter Description Default 

0 Lfm 
Loading factor used to calculate MVAbase of model as MWinit/Lfm.   
If Lfm < 0.001 then software will use a value of 0.8000 

0.80 

1 QPratio Q/P ratio for MvarInit computation from MWInit.  MvarInit = QPRatio*MWInit  0.66 
2 Dbfl Deadband on frequency response low (<=0) [pu] 0.00 
3 Dbfh Deadband on frequency response high (>=0) [pu] 0.00 
4 Kdroop Frequency droop [per unit] 10.00 
5 Kvp Proportional constant for active power washout 0.02 
6 Tvp Time constant for active power washout [seconds] 0.02 
7 Kvq Proportional constant for reactive power washout 0.50 
8 Tvq Time constant for reactive power washout [seconds] 0.10 
9 Tap Lead time constant for real power path [seconds] 0.00 

10 Tbp Lag time constant for real power path [seconds] 0.00 
11 Taq Lead time constant for reactive power path [seconds] 0.00 
12 Tbq Lag time constant for reactive power path [seconds] 0.00 
13 nP Active Power Exponential 0.00 
14 nQ Reactive Power Exponential 1.00 
15 Ipmax Maximum Ip [per unit] 1.00 
16 Ipmin Minimum Ip [per unit] 0.00 
17 Iqmax Maximum Iq [per unit] 0.66 
18 Iqmin Minimum Iq [per unit] -0.66 
19 Fcease Fraction that will cease  (between 0 and 1) 1.00 
20 Vcease Voltage threshold for cease logic [per unit] 0.50 
21 Tcease Time delay for cease logic to be initiated for (>= 0) [seconds] 0.01 
22 Tdelay Time delay to cease after detection for  (>= 0) [seconds] 0.00 
23 Vrecon Voltage threshold to initiate power ramp reconnection logic [per unit] 0.60 
24 Trecon Time delay for ramp up logic to be initiated  (>= 0) [seconds] 0.05 
25 Tramp Ramp up time  (>= 0) [seconds] 1.00 
26 Frecon Of the Fraction that ceases, this is the fraction that then reconnects (between 0 and 1) 1.00 
27 Tt Time delay for outputs [seconds] (If < 4*TimeStep will be treated as 4*TimeStep) 0.02 
28 Tvolt Voltage measurement time constant [s] 0.02 
29 Tfreq Frequency measurement time constant [s] 0.02 
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𝑇𝑑𝑒𝑙𝑎𝑦 𝑇𝑐𝑒𝑎𝑠𝑒 

𝑇𝑟𝑎𝑚𝑝  gives the slope of the ramp 

Vcease goes 
high, but Tdelay 
already started 

𝑇𝑑𝑒𝑙𝑎𝑦   
Active, 
so stop  
ramp 

Continue 
ramp 
during 
𝑇𝑐𝑒𝑎𝑠𝑒   



Pseudo code details for Cease and Reconnect Logic 
Cease and Reconnect logic uses a timer to control transitions between 3 modes: Monitor, Ceased and Ramp. While in 

the Ramp Mode, the FracOn variable is updated each timestep to perform a ramp from the Ceased Mode value of  

(1 – Fcease) back up to (1– Fcease + Frecon*Fcease).  The output of the cease and reconnect logic is a multiplier 

FracOn the specifies what fraction of the respective portion of load remains online.   

 

 
 

 

 

 
 
  

Mode = Ramp 

 

Mode = 

Monitor 

Mode = 

Cease 

𝑉𝑓𝑖𝑙𝑡 < 𝑉𝑐𝑒𝑎𝑠𝑒  

for 𝑇𝑐𝑒𝑎𝑠𝑒    

 

Timer 𝑇𝑑𝑒𝑙𝑎𝑦 

FracOn is frozen 
𝑉𝑓𝑖𝑙𝑡 ≥ 𝑉𝑟𝑒𝑐𝑜𝑛  

for 𝑇𝑟𝑒𝑐𝑜𝑛  

Ramp Complete 

 

Change 

FracOn = 1-Fcease 

Record TStartRamp 

FracOn = 1- Fcease + Frecon*Fcease*(PresentTime-TStartRamp/Tramp 

 
FracOn = 1- Fcease + Frecon*Fcease 

 

ቆ
𝑃𝑟𝑒𝑠𝑒𝑛𝑡𝑇𝑖𝑚𝑒 − 𝑇𝑠𝑡𝑎𝑟𝑡𝑟𝑎𝑚𝑝

𝑇𝑟𝑎𝑚𝑝

ቇ 1.0 

0.0 

0.0 

 

X 

𝐹𝑟𝑎𝑐𝑂𝑛   
+ 

+ 

Switch moves to 0.0 the first time 
vtm_Ceased mode is entered 

vtm_Ramp 

FracOn Multiplier Function  

+ 

Fraction of load that ceases and then reconnects 
(𝐹𝑟𝑒𝑐𝑜𝑛𝐹𝑐𝑒𝑎𝑠𝑒ሻ  

Fraction of load that never ceases 

(1 − 𝐹𝑐𝑒𝑎𝑠𝑒ሻ  
 

 

vtm_Ceased 

vtm_Monitor 

Fraction of load that ceases on the first voltage dip 
and then never reconnects 

(1 − 𝐹𝑟𝑒𝑐𝑜𝑛 ሻ𝐹𝑐𝑒𝑎𝑠𝑒  

Exception: If Tdelay timer starts during Ramping, 
 FracOn is frozen for the remainder of the Ramping mode 



Variable Names in the Pseudo-Code Below 

  Fcease, Vcease, Tcease, Tdelay : input parameters control Ceasing 

  Frecon, Vrecon, Trecon, Tramp : input parameters control Reconnecting 

  Vfilt       : State variable of the filtered voltage 

  FracOn      : Multiplier representing the fraction of the load that remains connected 

  Mode        : 3 possible modes:  vtm_Monitor, vtm_Ceased, vtm_Ramp 

  TimerActive : 4 possibilities determine if any timer is active (only one timer can be active) 

                vtt_None, vtt_Tcease, vtt_Tdelay, vtt_Trecon 

  Timer       : Float number used to keep track of timing for Tcease, Tdelay and Trecon 

  TStartRamp  : Float number used to keep track of timing during ramping 

 

Initialize the following before simulation starts 

  FracOn = 1.0 

  Mode = vtm_Monitor 

  TimerActive = vtt_None 

  Timer = 0 

  TStartRamp = 0 

 

Run the following at each time step 

  If Fcease > 0 Then // Ignore all this stuff if Fcease <= 0 

    If (Mode == vtm_Ramp)  

       AND (TimerActive <> vtt_Tdelay) // FracOn is frozen during Tdelay 

    Then  // update the value of FracOn 

      If PresentTime >= TStartRamp + Tramp Then 

        FracOn = 1 - Fcease + Frecon*Fcease 

        Mode = vtm_Monitor 

      Else 

        FracOn = 1 - Fcease + Frecon*Fcease*(PresentTime - TStartRamp)/Tramp 

      EndIf 

    EndIf 

 

    // Tcease and Tdelay timers are counting the same whether we are in Monitor or Ramp 

    If Mode <> vtm_Ceased Then // handled in both Monitor and Ramp modes 

      If TimerActive <> vtt_Tdelay Then 

        If (Vfilt >= Vcease) Then 

          TimerActive = vtt_None    

        ElseIf (TimerActive <> vtt_Tcease) Then 

          Timer = PresentTime 

          TimerActive = vtt_Tcease  

        EndIf 

      EndIf 

 

      If (TimerActive = vtt_Tcease) AND (PresentTime - Timer) >= Tcease) Then  

        Timer = PresentTime 

        TimerActive = vtt_Tdelay 

      EndIf 

 

      If (TimerActive = vtt_Tdelay) AND (PresentTime - Timer) >= Tdelay Then  

        TimerActive = vtt_None 

        Mode = vtm_Cease 

        FracOn = 1 - Fcease 

      EndIf 

    Else // (Mode == vtm_Cease)  

      If (Vfilt < Vrecon) Then 

        TimerActive = vtt_None  

      ElseIf (TimerActive <> vtt_Trecon)   

        Timer = PresentTime 

        TimerActive = vtt_Trecon 

      EndIf 

 

      If (TimerActive = vtt_Trecon) AND (PresentTime - Timer) >= Trecon) Then          

        TimerActive = vtt_None 

        If Tramp == 0 then // skip over Ramp Mode and jump to Monitor 

          Mode = vtm_Monitor 

          FracOn = 1 - Fcease + Frecon*Fcease 

        Else 

          Mode = vtm_Ramp 

          TStartRamp = PresentTime 

        EndIf 

      EndIf 

    EndIf 

  EndIf // If Fcease > 0 

 


